
 

WWW.FOX-ESS.COM

D A T A S H E E T
FOX HUB

FOX HUB

Ready for Update

Quickly Installation

lightweight design



HUB

SPECIFICATIONS

INPUT FROM GRID
AC Current Input 
Rated AC  Voltage
Rated AC Power
AC  Voltage Range 
AC Frequency (Nominal) 
AC Frequency Range 
Microgrid Interconnection Device Rated Current
Grid Disconnection Switchover Time
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4
48000

48000
211-264

200
250/30

0.5A(250Vac) / 3A(30Vdc)
Yes

FOX US serious
2.5"Conduits / 6AWG - 250kcmil
2.5"Conduits / 6AWG - 250kcmil

1"Conduits / 24AWG - 16AWG
26.5lbs / 12Kg

Natural convection
<35dB

–13°F~+122°F (–25 °C ~ +50 °C)
Type 3R

18.3 in x 17.8 in x 5.7 in /564 mm x 354 mm x 145.5 mm

CAN
1% accracy

UL1741,CSA22.2 NO.107

OUTPUT TO MAIN DISTRIBUTION PANEL
Maximum AC Current Output 
AC L-L Output Voltage (Nominal) 
AC L-L Output Voltage Range 
AC Frequency (Nominal) 
AC Frequency Range 
AC L-N Output Voltage in Backup (Nominal) 
AC L-N Output Voltage Range in Backup 
AC Frequency Range in Backup 
Maximum number of Inverters 
Rated AC Power 

GENERATOR  
Maximum Rated AC Power 
AC  Voltage Range 
Maximum Continuous Input Current 
Dry Contact Switch Voltage Rating 
Dry Contact Switch Current Rating 
2-wire Start Switch  

ADDITIONAL FEATURES 
Communication 
Energy Meter (for Import/Export) 

STANDARD COMPLIANCE 
Safety  

INSTALLATION SPECIFICATIONS 
Supported Inverters 
AC From Grid Conduit Size / AWG Range 
AC Generator Input Conduit Size / AWG Range 
Communication Conduit Size / AWG Range 
Weight 
Cooling 
Noise 
Operating Temeprature Range 
Protection Rating 
Dimensions (HxWxD)   

FOX  


